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10-METER BORESIGHT OFFSET TARGET
For use of this form, see TC 3-22.249 or TC 3-22.240; the proponent agency is TRADOC.
See back of this form for quick reference to possible weapon configurations.
1.
2.
3.
4.
5.
6.
7.
8.
Use the correct offset for the weapon, sight, and location configured.
Stabilize the weapon and the offset.
Zero the bore light while it is inside the barrel of the weapon.
Align the laser of the bore light with the dot on the 10-meter offset.
Align the MILES laser with the MILES rectangle on the 10-meter offset (if applicable).
Adjust the aiming laser until it centers on the crosshair.
Confirm that all devices still align to their aiming mark.
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Center the optic aim point on the crosshair. Adjust the optic until the bore light laser aligns with the dot on the 10-meter offset.
PREVIOUS EDITIONS ARE OBSOLETE.
FEED TRAY COVER
QUICK REFERENCE - POSSIBLE WEAPON CONFIGURATIONS
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M240
M240
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M240
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MGO
IRON SIGHTS
MGO
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PVS-4
AN/PVS-4
AN/PAS-13
AN/PAS-13
IRON SIGHTS
MGO
AN/PAQ-4C
AN/PEQ-2A
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PAQ-4C
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PEQ-2A
AN/PVS-4
AN/PAS-13
IFTC RAIL
NA
TWS BRACKET
TWS BRACKET TOP
AN/PVS-4 BRACKET
INSIGHT RAIL GRABBER
WITH IFTC
PICATINNY RAIL GRABBER
WITH IFTC
INSIGHT RAIL GRABBER
FORWARD RAILS RIGHT
INSIGHT RAIL GRABBER
FORWARD RAILS LEFT
PICATINNY RAIL GRABBER
WITH ALL SPACER
FORWARD RAILS RIGHT
PICATINNY RAIL GRABBER
FORWARD RAILS LEFT
TWS BRACKET TOP
INSIGHT RAIL GRABBER
WITH IFTC
AN/PVS-4 BRACKET WITH
SPACER
PICATINNY RAIL GRABBER
WITH IFTC
INSIGHT RAIL GRABBER
FORWARD RAILS RIGHT
INSIGHT RAIL GRABBER
FORWARD RAILS LEFT
PICATINNY RAIL GRABBER
WITH ALL SPACER
FORWARD RAILS RIGHT
PICATINNY RAIL GRABBER
FORWARD RAILS LEFT
AN/PVS-4 BRACKET
IFTC TOP WITH SPACER
IFTC TOP
TWS BRACKET
NA
FEED TRAY COVER RAIL
PICATINNY RAIL GRABBER
TOP
INSIGHT RAIL GRABBER TOP
INSIGHT RAIL GRABBER
FORWARD RAILS RIGHT
INSIGHT RAIL GRABBER
FORWARD RAILS LEFT
PICATINNY RAIL GRABBER
FORWARD RAILS RIGHT
PICATINNY RAIL GRABBER
FORWARD RAILS LEFT
INSIGHT RAIL GRABBER
FORWARD RAILS RIGHT
INSIGHT RAIL GRABBER
FORWARD RAILS LEFT
PICATINNY RAIL GRABBER
FORWARD RAILS RIGHT
PICATINNY RAIL GRABBER
FORWARD RAILS LEFT
FEED TRAY COVER RAIL
PICATINNY RAIL GRABBER
WITH SPACER
400m
400m
400m
400m
400m
400m
400m
400m
400m
400m
400m
400m
400m
400m
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400m
400m
400m
400m
400m
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500m
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500m
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500m
500m
500m
500m
500m
500m
500m
500m
TBD
NA
TBD
0.5R/1.5U
2.5R/1.5D
TBD
1.75R/0.0
5.9R/9.6D
6.0R/13.3D
7.7R/9.6D
7.6R/13.3D
1.8L/2.7D
2.0L/1.5U
5.0R/4.0D
2.0L/0.5D
6.1R/13.2D
6.0R/9.4D
7.8R/13.2D
7.6R/9.4D
2.5R/4.9D
0.0/4.3D
0.0/2.75D
0.0/5.5D
TBD
NA
1.75R/2.2D
2.0R/1.5D
TBD
6.2R/16.8D
TBD
7.9R/16.8D
TBD
6.2R/12.8D
TBD
7.9R/12.8D
0.0/6.2D
0.0/2.3U
0.0/7.9U
TBD
0.0/2.15U
1.85L/7.7U
4.1L/6.1U
1.75L/4.69U
1.75L/5.39U
5.9R/4.0D
6.0R/8.3D
7.7R/4.0D
7.6R/8.3D
1.8R/7.95U
1.95R/4.79U
0.45L/6.5U
1.95R/6.49U
6.1R/7.6D
6.0R/4.4D
7.8R/7.6D
7.6R/4.4D
2.25L/11.25U
0.0/10.0U
0.0/8.6U
0.0/10.05U
TBD
0.0/0.0
1.5L/3.5U
1.7R/3.71U
TBD
6.2R/8.1D
TBD
7.9R/8.1D
TBD
6.2R/4.1D
TBD
7.9R/4.1D
0.0/6.0U
0.0/8.0U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
1.9L/0.5U
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
5.0R/4.1D
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