
18.  INSULATION RESISTANCE
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BRACING AND SUPPORTS

CHECK PROPER SIZE OF CABLE
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7.  TEST EQUIPMENT TYPE/BRAND AND CALIBRATION DATE 8. TESTED BY
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13.  WET BULB TEMPERATURE 14.  DRY BULB TEMPERATURE 15.  ENCLOSURE TYPE 16.  FREQUENCY
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SECTION B - EQUIPMENT DATA

SECTION C - VISUAL AND ELECTRICAL/MECHANICAL INSPECTION

COND* NOTESCHECK POINT COND* NOTESCHECK POINT

SECTION D - ELECTRICAL TESTS

*CONDITION: A=ACCEPTABLE; R=NEEDS REPAIR, REPLACEMENT OR ADJUSTMENT; C=CORRECTED; NA=NOT APPLICABLE

19.  NOTES

17.

TIGHTNESS AND NEATNESS OF
TERMINATIONS

PROPER GROUNDING AT TERMINAL
LUGS TO BUS

CHECK PROPER SIZE TERMINAL LUGS AND
MATERIAL

1.  PERFORM HIGH POTENTIAL TESTS IN ACCORDANCE WITH SPECIFIED REQUIREMENTS OR MANUFACTURER(S)
RECOMMENDATIONS.
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